
 Gebräuchliche Maschenweiten und Drahtstärken:

Press-Schweißgitter

 Commonly used aperture widths and wire thicknesses:

Pressure welded screens

Drahtstärke
Wire thickness 

mm Ø

li. Maschen-
weite

Aperture 
width
mm

Offene 
Siebfl äche

Open 
screen area

%

Gewicht
Approx. 
weight

ca. kg/m2

10 44,0 20,6

12 50,0 18,1

15 56,0 15,7

16 58,0 14,8

18 61,0 13,5

20 64,0 12,6

22 66,0 11,7

25 69,0 10,5

28 72,0 9,5

30 73,0 8,9

35 76,0 8,0

40 79,0 7,1

15 49,5 23,0

16 51,5 22,0

18 55,0 20,6

20 58,0 18,6

25 64,0 15,7

28 67,0 14,7

30 68,0 14,2

32 70,0 13,2

34 71,0 12,3

36 72,0 11,8

40 74,0 10,8

45 77,0 9,8

50 79,0 8,8

56 81,0 8,3

15 46,5 27,8

16 48,0 26,6

18 52,0 24,8

20 55,0 23,0

25 61,0 19,3

30 66,0 16,9

35 69,0 14,5

40 72,0 13,3

50 77,0 10,9

60 80,0 9,0

70 82,5 7,9

80 84,5 7,2

20 51,0 28,4

25 57,0 24,5

30 62,0 21,3

35 66,0 19,0

40 69,5 16,6

50 74,0 14,2

60 78,0 11,9

70 80,5 10,3

80 82,5 9,5

90 84,0 8,7

Drahtstärke
Wire thickness 

mm Ø

li. Maschen-
weite

Aperture 
width
mm

Offene 
Siebfl äche

Open 
screen area

%

Gewicht
Approx. 
weight

ca. kg/m2

30 56,0 32,0

35 60,5 28,4

40 64,0 25,9

50 69,5 21,0

60 73,5 18,5

70 76,5 16,0

80 79,0 14,8

90 81,0 13,6

100 82,5 12,3

40 58,0 36,7

50 64,0 30,9

60 68,5 27,0

70 72,0 24,1

80 75,0 21,2

90 77,0 19,3

100 79,0 17,4

50 57,0 47,3

56 61,0 44,2

60 62,0 41,0

63 63,5 40,6

70 66,0 37,9

75 68,0 34,7

80 69,5 33,4

85 71,0 31,6

90 72,0 30,2

95 73,0 29,1

100 74,0 28,4

110 76,0 25,3

125 79,0 22,7

70 61,0 54,3

75 62,0 53,5

80 64,0 50,8

85 65,0 48,4

90 67,0 46,2

95 68,0 44,2

100 69,0 42,3

105 70,5 40,6

110 71,0 39,0

125 74,0 35,0

130 75,0 33,9

140 76,0 31,8

150 77,0 29,9

160 79,0 28,2

170 80,0 26,7

180 81,0 25,4

190 82,0 24,2

200 83,0 23,0
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